Installation Detail for BIOTRAP-OBG with Independent Load Class D Lids

DO NOT SCALE

BATTERY OPERATED
(MAINS ELECTRICITY
NOT REQUIRED)
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BACTERIAL
DOSING
UNIT

LIQUID BACTERIA FOR
FOG (FATS, OILS AND GREASE)
DIGESTION

8mm O/P CHEQUER

59mm COVER
DEPTH

=

8mm DOSING TUBE
AND CONDUIT
Supplied by Taylormade

268.2mm
OVERALL

BACTERIAL DOSING UNIT
410 (W) x 261 (D) x 722 (H)

Supplied free-on-loan
by Taylormade.ie

FRAME
HEIGHT

/

FREQUENT ACCESS REQUIRED
For Replenishing Bacterial Treatment

l MINIMUM 200mm

COVERS REMOVABLE
'WITH 4 NO. M16 DOME NUTS
'WELDED TO UNDERSIDE OF COVER

LOCKING POINTS ON LIDS

MINIMUM 50mm
VENT PIPE
TO TERMINATE AT ROOF LEVEL

MINIMUM 20mm RIGID PIPE
v CONNECTED TO INLET PIPE USING A

2 No. 203x152 RSJ'S ARE REMOVABLE AS SHOWN,
WHERE IN PLACE THESE ARE CAPABLE
OF TAKING THE SPECIFIED FACTA D LOADING RATING

FRAME IS TURNED OUT
ON BOTTOM AS SHOWN
TO HOLD REINFORCING BEAM

STRAP ON PIPE (OR SIMILAR)
TO ACCEPT 8mm FEED TUBE

INLET PIPE
FROM KITCHEN
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Tel: 0818 336633
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